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IOWA DEPARTMENT OF TRANSPORTATION 

 

To Office  Bridges and Structures Date     September 1, 2013 

 

Attention All Employees Ref No.  521.1 

 

From   Gary Novey 

 

Office   Bridges and Structures 

 

Subject   Revision of the English Rolled Steel Standards. 

 (CADD M0329) 

 

Electronic copies are available in the following Office of Bridges and Structures 

standard directory W:\Highway\Bridge\Standards\Bridges and on the Internet:  

 

 http://www.iowadot.gov/bridge/standard.htm  
  

The revised standards are located on the Bridge Web site. 

 

This change was made to standardize the nomenclature between CWPG and Rolled Steel 

beam bridges. 

 

Standards 5252, 5253, 5254, 5255, 5256, 5257, 5258, 5259, 5260 & 5261 were revised to 

change the terminology of HAUNCH THICKENING DIAGRAM to THEORETICAL 

CONCRETE HAUNCH DIAGRAM in the note underneath the TYP. SLAB & 

HAUNCH DETAIL on these sheets. 

 

Standard RS40-002-10 was revised to change the terminology of HAUNCH 

THICKENING DIAGRAM to THEORETICAL CONCRETE HAUNCH DIAGRAM 

in the STRUCTURAL STEEL NOTES. 

 

Standards RS40-017-10 & RS40-018-10 were revised to change the terminology of 

HAUNCH THICKENING DIAGRAM to THEORETICAL CONCRETE HAUNCH 

DIAGRAM in the note underneath the HALF SECTION NEAR ABUTMENT detail.  

 

For any questions, please check with Stuart Nielsen or Thayne Sorenson. 
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